
Pioneer PDP 434HDE

The Pioneer PURE Vision Plasma TV is a perfect fit in every home.

With its smooth and chic lines, attractive matte aluminum finish and

stunning high gloss black frame, the Pioneer PDP-434HDE is as

well-designed as it is beautiful. Besides its beauty, the PDP-434HDE

also offers the highest quality of image possible today, thanks to

PURE Drive, a powerful and exclusive Pioneer technology that

processes all digital information in the most efficient way. More than

just a television, the highly advanced Multimedia receiver can cope

with all the latest home entertainment technology, from games and

home cinema, to Home Gallery (JPEG slide shows). It is so versatile

and so attractive that once you've got it home, you won't want to

leave the room.
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General
Product Type 43" plasma TV

Series PureVision

TV Type HDTV Ready

PC Interface VGA (HD-15)

Width 112 cm

Depth 9.8 cm

Height 65.2 cm

Weight 30.5 kg

Enclosure Colour High-gloss black, Aluminium
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Display
Diagonal Size 43" - widescreen

Technology Plasma (PDP)

Resolution 1024 x 768

Display Format 720p

Image Aspect Ratio 16:9

Image Contrast Ratio 1200:1

Brightness 1100 cd/m2

Progressive Scan Progressive scanning (line doubling)

Widescreen Modes Zoom 14:9, Conventional 4:3, Full, Zoom, Dual Screen

 (Picture + Text), Cinema, Wide

Comb Filter 3-line digital

Colour Temperature Control Yes

Picture Adjustment Standard/Dynamic/Movie/Game/User

Features Video noise reduction, Auto Power Off, on-screen menu,

 Energy Save, JPEG photo playback, Colour Transient

 Improvement (CTI), channel labeling
 

TV Tuner
Multi-channel Preview Split screen, picture-in-picture (PIP)

Reception System PAL, SECAM

Stereo Reception System NICAM, A2

Channel Qty 99 channel(s)
 

Video Features
HD Ready Yes

Teletext Yes

Teletext Memory 2100 pages

Freeze Memo Yes

Electronic Programme Guide NexTView

Parental Channel Lock Yes
 

Remote Control
Type Remote control - infrared
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Audio System
Sound Output Mode Stereo

Surround Mode Built-in

Sound Effects SRS Focus, TruBass

Audio Controls Balance, bass, treble

External Speakers Amplifier Power (Total) 24 Watt
 

Connections
Connector Type 2 x speakers output ( one-touch x 2 ) - rear Â¦ 1 x

 headphones ( mini-phone stereo 3.5 mm ) - front Â¦ 1 x

 S-Video input ( 4 PIN mini-DIN ) - front Â¦ 1 x composite 

 video/audio input ( RCA phono x 3 ) - front Â¦ 1 x audio

 line-in ( mini-phone stereo 3.5 mm ) - front Â¦ 1 x VGA

 input ( 15 PIN HD D-Sub (HD-15) ) - front Â¦ 1 x RF input 

 - rear Â¦ 2 x remote control - rear Â¦ 3 x SCART ( 21 PIN 

 SCART ) - rear Â¦ 1 x subwoofer output ( RCA phono ) -

 rear Â¦ 1 x S-Video output ( 4 PIN mini-DIN ) - rear Â¦ 1 

 x component video input ( RCA phono x 3 ) - rear Â¦ 1 x

 composite video/audio output ( RCA phono x 3 ) - rear

Slot Provided 1 x PC Card
 

Miscellaneous
Included Accessories Receiver unit

 

Power
Power Device Power supply - internal

Voltage Required AC 230V ( 50/60 Hz )

Power Consumption Stand by / Sleep 0.5 Watt

Power Consumption Operational 295 Watt
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